As agricultural mechanization accelerates the development of agriculture in China, to control the growth of the resulting energy consumption of mechanized agriculture without negatively affecting economic development has become a major challenge. A systematic analysis of the factors (total power, unit diesel consumption, etc.) influencing diesel consumption using the SECA model, combined with simulations on agricultural diesel flows in China between 1996 and 2010 is performed in this work. Seven agricultural subsectors, fifteen categories of agricultural machinery and five farm operations are considered. The results show that farming and transportation are the two largest diesel consumers, accounting for 86.23% of the total diesel consumption in agriculture in 2010. Technological progress has led to a decrease in the unit diesel consumption and an increase in the unit productivity of all machinery, and there is still much potential for future progress. Additionally, the annual average working hours have decreased rapidly for most agricultural machinery, thereby influencing the development of mechanized agriculture.
Introduction
The limited supply of traditional fossil fuels and the associated consumption limitations needed for dealing with global climate change have considerably restricted economic development in recent years.
OPEN ACCESS
This has raised the concern of energy analysts and policy makers regarding the adverse effects of energy overuse. A series of policy measures aimed at reducing energy consumption have been implemented in order to meet the compulsory targets stated in the China government's Eleventh Five-Year Plan (2006) (2007) (2008) (2009) (2010) . Agriculture development in China is not an exception. Calculated at constant prices, the average elasticity of energy consumption in agriculture declined from 2.33 (2001-2005) to 0.29 (2006) (2007) (2008) (2009) (2010) . The rapid growth of energy consumption in agriculture was thus restrained without negatively affecting economic development.
With a gradually increasing level of mechanization, agricultural energy consumption in China has increased from 36.88 million tons of coal equivalent (Mtce) in 1996 to 64.77 Mtce in 2010, which translates to an annual increase of 4.10%. Energy plays a critical role in the development of agriculture as it does in the manufacturing, construction and service industry. This has motivated many researchers to focus on agricultural energy issues, and analysis of energy and exergy efficiency in the agricultural sector has become a research hotspot. Two energy resources, namely diesel for tractors and electricity for pumps are usually the research topics in this area. Such analysis has been applied in Saudi Arabia [1] , Turkey [2] , Jordan [3] , Iran [4] and Malaysia [5] . The relationship between energy inputs and agricultural production outputs is another research hotspot. These energy inputs usually include direct and indirect energy, i.e., human and animal labor, machinery, electricity, diesel oil, fertilizers, seeds, etc. Rijal and Bansal [6] examined the total energy input and output of subsistence agriculture in the rural areas of Nepal. Ozkan and Akcaoz [7] estimated the input-output ratio in the Turkish agricultural sector for the period of 1975-2000, where their output is composed of 36 agricultural commodities. On the other hand, agricultural output in Hatirli and Ozkan [8] comprises 104 agricultural commodities. Alam and Alam [9] evaluated the impact of energy input on agricultural production output in Bangladesh from 1980 to 2000. There are also researches that provided meaningful econometrics methods. Uri [10] quantified the relationship between the energy price and the use of conservation tillage via Granger causality over the period of . A regression analysis of the relationship between energy use and agricultural productivity was done by Karkacier and Gokalp Goktolga [11] . Using co-integration and error correction analysis, Türkekul and Unakıtan [12] estimated the long-and short-run relationship among energy consumption, agricultural GDP, and energy prices from 1970 to 2008 in Turkey's agriculture.
Based on a bottom-up modeling approach, the model named Save Production simulated the development of energy use in the Dutch industry and agriculture [13] . Baruah and Bora [14] assessed the energy demands in the state of Assam, India. In that study, they considered four strategic scenarios of mechanization that incorporated some proven technologies. Nevertheless, only a few simulation and forecast models were established to study the energy demand of agriculture and little attention has been paid to the relationship between energy consumption and end-use machinery in agriculture, especially in China. In the Twelfth Five-Year Plan, the Chinese government has planned to reduce the energy consumption per unit GDP by 16% during this five year horizon. A special model, Simulation and Analysis of Energy Consumption for Agriculture (SECA), is designed to answer all kinds of questions on how energy was consumed in different agricultural sectors to achieve the new goal. Furthermore it also serves as the foundation for the agricultural energy demand forecasting model. In this study, we identify the factors (total power, unit diesel consumption, etc.) influencing diesel consumption in China and simulate the diesel flows of agriculture of China in detail. Based on availability, our dataset spans the period of 1996-2010.
Model Specification and Data

Overall Structure
This paper uses a generalized definition of the word agriculture to include farming (i.e., agriculture in narrow definition), fishery, forestry, animal husbandry and services supporting agriculture. Fifteen kinds of the agricultural machinery from seven agricultural subsectors are considered. Figure 1 shows the overall structure of SECA. In the Distribution Module, it is assumed that the change in the number of agricultural machinery with different rated powers follows a certain curved distribution. Simulation results of the curved distribution are processed by the Operation Module and transferred into the Unit Consumption Module and the Productivity Module which generate the weighted average of unit consumption and that of unit productivity, respectively. Then the two weighted averages are input into the Main Module along with workload statistics, machinery capacity and load factors, which are obtained from the database in the Operation Module. Finally, technological progress and other effects are considered in the Correction Module to narrow the gap between the empirical statistics and the model calculations. The following subsections describe each module in detail. 
Operation Module
In SECA, all the agricultural machinery are categorized into five farming related operations (o1~o5, Table 1 ). These operations include mechanized tillage, mechanized sowing, mechanized harvesting, mechanized irrigation and other operations. They are assumed as follows:
 Mechanized tillage (o1) and mechanized sowing (o2) are performed by tractors and associated towing farm machinery. Both the large and medium-sized tractors and the small ones are included.  Mechanized harvesting (o3) is performed by combine harvesters, swathers and other harvesters.  Mechanized irrigation (o4) is performed by irrigation machinery.  Other operations (o5) are performed by rest agricultural machinery, the workload statistics of which are not available. 
Main Module
Two kinds of the energy carriers, diesel and electricity, are considered in SECA. The energy required to perform the selected farming operation is estimated using the equation below:
wherein the subscript o indicates the farm operations mentioned in the Operation Module (o = o1, o2,…, o5); the subscript y indicates the year (y = 1996, 1997,…, 2010); C refers to the quantity of energy consumption; P is the total power of agricultural machinery; t refers to the average annual working hours of unit machinery; uc is the weighted average of unit energy consumption (for diesel) or motor efficiency (for electricity). 
wherein AW is the actual workloads of the farming operation; up indicates the weighted average of unit productivity; WS refers to the workload statistics; lf is the load factor, which is used for describing the actual work intensity and is assumed to be proportional to the machinery power in unit area; oec is the other effect coefficient obtained from the Correction Module. 
wherein , s y C indicates the diesel consumption statistics in year y .
Distribution Module
The mechanization of agriculture is a process of replacing human and animal with agricultural machinery powered by either diesel or electricity. The rated power is an important factor affecting the device performance of agricultural machinery. The rated power of the agricultural machinery is negatively correlated with its unit consumption (or motor efficiency) and is positively correlated with its unit productivity.
Smaller agricultural machinery are more widely used than larger equipment in China due to reasons such as the high cost of larger machinery and the small amount of arable land per capita. It is assumed that the change in the number , , can be obtained using the following relationship:
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Equations (4)- (7) should be solved simultaneously to estimate parameters , (8) and (9):
Equations (5)- (10) 
Unit Consumption Module and Productivity Module
Unit consumption (or motor efficiency) and productivity of agricultural machinery are both functions of the machinery's rated power. The simulation results from the Distribution Module are processed by the Operation Module and then output into the Unit Consumption Module and the Productivity Module which generate the weighted average of unit consumption and that of productivity. The data describing the relationship between the input and output of the functions are collected from the relevant national standards of China and product manuals of those agricultural machinery [15, 16] . They are fitted by the least square method (Figures 3 and 4) .
The fitting equation of the unit consumption is as follows: The unit productivity for each operation is estimated using the following equations: As the output in the Unit Consumption Module and the Productivity, the weighted averages of unit consumption and productivity are obtained according to the following relationships:
)
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wherein uc tpc and up tpc are the technological progress coefficients obtained from the Correction Module.
Correction Module
Technological progress and other effects are considered in the Correction Module to narrow the gap between the statistics and the model calculations in the Main Module. The correction coefficient is the correction on the basic assumptions in the other modules of SECA. These assumptions which are either explicit or implicit include:  In the Unit Consumption Module, the weighted average of unit consumption changes without being affected by the technological progress.  In the Productivity Module, the weighted average of unit productivity changes without being affected by the technological progress.  In the Main Module, the load factor is proportional to the machinery power in unit area.  In the Main Module, the average annual working hours of the other operation is constant the value of which remains unchanged over the year.
The correction coefficient coc can be calculated with the following relationship:
The correction coefficient coc can be divided into two parts: technological progress coefficient tpc and the other effect coefficient oec . The relationship between coc , tpc and oec is assumed to following equation:
Technological progress is typically accompanied with the reduction of the unit consumption and the increase of the unit productivity. The relationship between tpc , uc tpc and up tpc is assumed according to Equation (17):
The other effect coefficient oec mainly works on the load factor lf mentioned in the Main Module. The other effect coefficient oec means that the load factor is not proportional to machinery power in unit area any longer. In short, we can conclude that technological progress leads to the reduction of average unit consumption and changes in working hours result from the changes in unit productivity and load factor.
Data Sources
The data related to the agricultural land, machinery and energy consumption in this paper are mainly obtained from the China Statistical Yearbook [17] , China Energy Statistical Yearbook [18] , China Rural Statistical Yearbook [19] and China Agriculture Statistical Report [20] . The first three data resources are published by the National Bureau of Statistics of China and the last one is published by the Ministry of Agriculture of China.
The data related to land and water resources in this paper are given by the China Land and Resources Bulletin [21] and the China Water Resources Bulletin [22] . The former is published by the Ministry of Land and Resources of China, and its data, especially the farmland area data, are more reliable than the other data sources [23] . The latter is published by the Ministry of Water Resources of China. Table A1 in the Appendix presents the workload statistics of four operations: i.e., mechanized tillage, mechanized sowing, mechanized harvesting and mechanized irrigation. Considering that parts of the land are repeatedly cultivated in a year, a re-seeding coefficient (the ratio of sowing area to tillage area) is introduced to correct the workload statistic of the mechanized tillage when the data are input into the model. Table A2 presents the number and the total power of the agricultural machinery mentioned in this study. Figure 5 presents the changes of the correction coefficient. The correction coefficient has declined from 1.37 in 1996 to 0.84 in 2010, with an average annual decline of 3.46%. The decline in the correction coefficient proves that technological progress has been affecting the unit diesel consumption and the unit productivity of the agricultural machinery positively. One also can find that the load factor has not been growing as expected. According to careful analysis, it is believed that the step changes cannot reflect the real energy consumption, and they probably result from either changes in statistical methodology or artificially adjusted energy consumption numbers. The latter is more likely the main reason due to the existence of the compulsory target for reducing energy consumption stated in the Eleventh Five-Year Plan of China government, so the correction coefficients from 2004 to 2007 are corrected using linear interpolation. Table 2 provides the unit diesel consumption of agricultural machinery. The unit diesel consumption generally maintained a steady downward trend from 1996 to 2010. Figure 6 shows the changes in the unit diesel consumption compared with that in the previous year. The red part shows the changes in the unit diesel consumption caused by technological progress. The blue part displays the changes in the unit diesel consumption caused by changes in machinery quantity at different intervals (structural influence). It is obvious that the effect of the technological progress plays a major role in almost all agricultural machinery. It can be predicted that the trend will not change in the foreseeable future. However, the effect of technological progress is no longer significant for some machinery with low unit diesel consumption, such as farmland construction machinery.
Results and Discussion
Changes of Correction Coefficient
Changes of Unit Consumption
Another way to reduce unit diesel consumption is to adjust the structure of the distribution of agricultural machinery. Results show that most of the agricultural machinery, such as tractors, harvesters, animal husbandry machinery, fishery machinery, transportation machinery and farmland construction machinery are becoming larger in size and lower in unit diesel consumption with the development of the agricultural economy. This is not the case for irrigation machinery, primary processing machinery and forestry machinery. Table 3 shows the unit productivity of the four mechanized operations. The unit productivity generally maintained a steady upward trend from 1996 to 2010: Figure 7 shows the changes in unit productivity compared with that in the previous year. The red part indicates changes in unit productivity caused by technological progress. The blue part indicates changes in unit productivity caused by changes in machinery quantity at different intervals (structural influence).
Changes of Unit Productivity
Basically, technological progress has a positive influence on changes in the unit productivity of four operations. Improvement of unit productivity in mechanized harvesting is less than that in the other operations.
Structural adjustments to the machinery number caused an increase in the unit productivity of mechanized tillage, mechanized sowing and mechanized harvesting. Moreover, it also enables the unit productivity of the mechanized irrigation to decrease gradually with average rated power. Table 4 shows the average annual working hours of agricultural machinery. Almost all average annual working hours of the agricultural machinery show a decreasing trend from 1996 to 2010, except for harvesters. Figure 8 shows the changes in annual average working hours compared with that in the previous year. The changes in average annual working hours could be caused by changes in actual workloads and changes in the unit productivity. In Figure 8 , they are indicated by the red part and the blue part, respectively.
Changes of Working Hours
There is no doubt that an increase in unit productivity leads to a reduction in working hours. This is the case for all kinds of agricultural machinery. However, its effect is negligible compared with the effect caused by changes of actual workloads. Due to the effect of actual workloads, working hours of the tractors, irrigation machinery and other machinery continue to decline from 1996 to 2010. The harvesting machinery is the only one whose working hours have increased. This means that the total power of the agricultural machinery (excluding harvesters) grew faster than the actual workloads. Subsidies policy for purchasing agricultural machines upon 2004 results in the massive growth of the agricultural machinery at the expense of the waste of partial production capacity. Furthermore, economic life of most agricultural machinery does not exceed 15 years in China and a large number of scrapped agricultural machinery need to be recycle every year. Chinese energy policy maker should pay attention to this problem. Some materials such as aluminum and steel, are easily recyclable and thus their post-consumer recycling takes much less energy than production of finished materials from virgin feedstocks [24, 25] .
In addition, the average annual working hours of agricultural machinery powered by electricity is about 500-600 h in China. It is significantly higher than the working hours of machinery powered by diesel. It is believed that instability of the diesel supply and rising prices are the reasons for the low utilization rate of diesel machinery. Table 5 shows diesel consumption in different sectors of agriculture in China from 1996 to 2010. Figure 9 shows the diesel flows of the agriculture in China. It is obvious that farming and transportation are the two largest diesel consumers, while other sectors account for a negligible share. From 1996 to 2010, diesel consumption by farming grew smoothly while diesel consumption by transportation grew sharply. Transportation consumed nearly half of the total diesel in 2010 and its share can be expected to continue to grow in the future. Table 6 shows diesel consumption intensity in different operations from 1996 to 2010. Little change occurred to the diesel consumption intensity of mechanized tillage and its value remained at around 33 kg/ha. The diesel consumption intensity of mechanized sowing declined slightly from 10.46 kg/ha in 1996 to 8.80 kg/ha. By an annual growth rate of 9.99%, the diesel consumption intensity of mechanized harvesting increased rapidly from 7.49 kg/ha in 1996 to 27.27 kg/ha in 2010. Because of the popularity of irrigation machinery powered by electricity, the diesel consumption intensity of mechanized irrigation which is far more than that of other operations declined from 598.99 kg/ha in 1996 to 400.19 kg/ha in 2010, with an annual decrease of 2.75%.
Diesel Flows in Agriculture
Diesel Consumption Intensity
Conclusions
This study is a fundamental research for establishing the agricultural energy demand forecasting model. The simulation results demonstrate that the methodology used in this study is proper and accurate. The conclusions and the relevant policy recommendations are summarized as follows:
 For agriculture in China, farming and transportation are the two largest diesel consumers, accounting for 86.23% of the total diesel consumption in agriculture in 2010, while the other sectors account for a negligible share. Differing from the farming in this respect, more attention should be paid to the fast growth of the diesel consumption in the transportation in the forecasting model.  Technological progress positively affected unit diesel consumption and the unit productivity of all machinery from 1996 to 2010. However, there is great potential in reducing unit diesel consumption and increasing unit productivity. The Chinese government should continue to promote technological progress and to improve in the field of mechanized agriculture.  With the development of the agricultural economy, most of the agricultural machinery becomes larger and larger in size, more diesel fuel efficient and productive. However, irrigation machinery has proved to be an exception. Diesel consumption in mechanized agriculture can be reduced by preventing the miniaturization trend of irrigation machinery and raising the proportion of the medium-sized and large-scale agricultural machinery.  The annual average working hours of the agricultural machinery (except harvesters) continue to decline from 1996 to 2010. Subsidies policy for purchasing agricultural machines upon 2004 leads to the massive growth of the agricultural machinery at the expense of the waste of the partial production capacity. This means that machinery sits idle in the yard for most of the time. Although this may not directly affect diesel fuel consumption, it directs resources to the manufacturing of agricultural machinery and increases the cost of the agricultural production.  The annual average working hours of the agricultural machinery powered by diesel are about 40-120 h which is much fewer than that of agricultural machinery powered by electricity (i.e., 500-600 h). With an adequate power supply and feasible techniques, it is effective to save energy and improve utilization by replacing diesel machinery with electricity machinery. 
